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(57) Abstract: The invention relates to a barbed-type 
mesh which is primarily intended to be used to protect 
young trees from livestock or other animals. The in- 
ventive mesh is made from wires or el ec trowel ded bars 
which form polygons having sharp points on the surface 
thereof. Said sharp points are connected to the mesh 
during the production method thereof or by means of 
braiding. 

(57) Resumen: Malla de tipo espinoso cuyo uso princi- 
pal es el de servir de protecci6n de arboles jovenes frente 
al ganado u otros animales. La malla esta constituida a 
partir de alambres o varillas electrosoldadas, las cuales 
forman poligonos, presentando pinchos en su superficie. 
Dichos pinchos se unen a la malla por el mismo proceso 
de fabricacion o mediante trenzado. 



WO 2005/005078 Al 



(BW, GH, GM, KE, LS, MW, MZ, NA, SD, SL, SZ, TZ, 
UG, ZM, ZW), euroasidtica (AM, AZ, BY, KG, KZ, MD, 
RU, TJ, TM), europea (AT, BE, BG, CH, CY, CZ, DE, DK, 
EE, ES, FI, FR, GB, GR, HU, IE, IT, LU, MC, NL, PL, PT, 
RO, SE, SI, SK, TR), OAPI (BF, BJ, CF, CG, CI, CM, GA, 
GN, GQ, GW, ML, MR, NE, SN, TD, TG). 



Publicada: 

— con informe de busqueda internacional 

Para cddigos de dos letras y otras abreviaturas, vease la seccidn 
"Guidance Notes on Codes and Abbreviations" que aparece al 
principio de cada nwnero regular de la Gaceta del PCT. 



